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Universal Mounting Machine EL
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Universal mounting machine for the production of color cards with single, 
flat glued color samples in conjunction with the silk-screen glueing device 
type AX. High accuracy thanks to direct transfer of samples from plastic 
magazine to pre-glued sample card. 
Quick change-over from one layout to the other thanks to the use of pre-
fab plastic magazines.

�� Economical even for small batches

�� Suitable for any card format and pattern layout

�� Fast and simple set-up of the machine

�� Equipped with two-hand button safety device

�� Gradually adjustable pressing time

Technical Data EL

Mounting area ≤ 650 × 420 mm (25½˝  × 16½˝ )

Card format ≤ 720 × 550 mm (28˝ × 21½˝ )

Output ≤ 250 cards/h

Magazine height 100 mm (4˝ )

Dimensions Length 1300 mm (52˝ ) 

Width 1160 mm (46˝ )

Height  1030 mm (41˝ )

Weight 310 kg (682 lb) 
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Universal Mounting Machine EL

The principle

�� The plastic magazine, pre-fab according to the actual layout of the 
card, is firmly fixed into the magazine tray before being filled with the 
pre-cut samples.

�� During the pressing operation, the samples are pushed against the 
pre-glued sample card by means of spring loaded pins.

�� The finished shade card is removed from the magazine tray.


